SPECIFICATION OF 700-3800MHz HIGH POWER SPLITTER (AIR DIELECTRIC TYPE)
GELVO TELECOM RF MICROWAVE DEPT.

H #1:2009.08
H 1% Ly Tany

N KTy 3 i A4 3y 7325 Uk 5 (700-3800MHz):

Specifications of High Power Air-line Dielectric Type Power Splitter(700-3800MHz):

Item Specification
Model PS-738-300-2CNI PS-738-300-3CNI PS-738-300-4CNI
Frequency Range (MHz) 698-3800
Split(dB) 2 3 4
Split Loss(dB) 3 4.8 6
VSWR 1.20 1.25 1.30
Dissipative Loss(dB) <0.1, 700-2500MHz , <0.2 , 2500-3800MHz
Intermodulation (dBc) -150 , 2x43dBm
Power Rating (W) 300
Impedance () 50
Connector N Female
Temperature Range (°C) -35-75
Applications Indoor/Outdoor, IP65 ,RoHS Compliant

Product Picture

Note: The picture is only for reference,please make the object as the standard.
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SPECIFICATION OF 7/16(DIN) 700-3800MHz POWER SPLITTER (AIR LINE TYPE) H #4: 2009.08
GELVO TELECOM RF MICROWAVE DEPT. H A% Ly, Tang

7/16(DIN) AL R T s A Ty 43 45 # 5(700-3800MHz):
Specifications of 7/16(DIN) 700-3800MHz Power Splitter(Air Line Type):

Item Specification
Model PS-738-700-2CDI PS-738-700-3CDI PS-738-700-4CDI
Frequency Range (MHz) 698-3800
Split(dB) 2 3 4
Split Loss(dB) 3.0 4.8 6.0
VSWR 1.20:1 1.25:1 1.30:1
Dissipative Loss(dB) <0.1, 700-2500MHz , <0.2 , 2500-3800MHz
Intermodulation (dBc) -150 , with 2 carriers @ 20W
Power Rating (W) 700
Impedance () 50
Connector 7/16(DIN) Female
Relative Humidity 0 to 100%
Temperature Range (°C) -35-85
Applications Indoor/Outdoor , IP65 , RoHS Compliant

Product Picture

Note: The picture and the specification are just for reference. Be subject to the actual
products if anything different or updated, Please pardon for without notice.
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