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Mechanical characteristics
cables

intferface dimensions acc. to
assembly instruction

centre conductor

outer conductor
mating life
recommended coupling
torque

Components
centre conductor
outer conductor
other metal parts
insulator

gasket

Electrical characteristics
impedance
frequency
return loss
inserfion loss
infermodulation
voltage proof
contact resistance
centre contact
outer contact

Environmental
operating tfemp.
sealing (plugged)
RoHS compliant
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Mechanische Eigenschaften
G10: 1673A Belden, EZ 141 Suhner,
Flexiform 402 NM Habia, RG-402/U,
Sucoform 141Suhner, UT-141 Micro-Coax

Kabel

[}

Finish / Oberfldche
Cu2Ag5
Cu2Ag3
CuSnZn3

typ.: 1 GHz - 38 dB; 2.5 GHz - 30 dB

1 GHz - <0,05 dB; 2.5 GHz - <0,08 dB
<-160 dBc 2x40 W/ 400-2200 MHz

Steckgesicht nach ... I[EC 61169-54
Montageanleitung EQ7
Innenleiter solder / 16t
AuBenleiter solder / 16t
Steckzyklen >100
empfohlenes
Kupplungsdrehmoment >5 Nm
Bauteile Materials / Material
Innenleiter brass / Messing
AuBenleiter brass / Messing
sonstige Metallteile brass / Messing
Isolierung PTFE
Dichtung silicone
Elektrische Eigenschaften
Wellenwiderstand 50 Q
Frequenz 0-6 GHz
RUckflussddmpfung
EinfGgeddmpfung
Intermodulation
Prafspannung 1.5 kVert/ 50 Hz
Kontaktwiderstand
Innenkontakt <1mQ
AuBenkontakt <0.5mQ
Umgebung
Betriebstemperatur -65°C / 120°C
Querdichtigkeit IP 67 (IEC 60529)

RoHS konform
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4.3-10 Angle Plug Push Pull

4.3-10 Kabelwinkelstecker Push Pull
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