SPECIFICATION OF 2/4/8 WAY GPS POWER SPLITTER H #1:2010.02
GELVO TELECOM RF MICROWAVE DEPT. B 1% Ly Tany

GPS Power Splitter(PowerDivider)

Model: PS-GPS-0-2NX
Model: PS-GPS-0-4NX
Model: PS-GPS-0-8NX

Design For Wireless Infrastructure Applications
Gain 0dB, 21dB And Passive Version Available
Response For

GPS.L1L2[2CL5;

Glonass.G1G2:

Galileo:L1F1 F2 F5(F5a E5h)E6;

Beidou2.B1B2 B3,

IRNSS.L1L5;

OmniStar

High Isolations > 30dB
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SPECIFICATION OF 2 WAY GPS POWER SPLITTER
GELVO TELECOM RF MICROWAVE DEPT.

H$A:2010.02
F L Ly Tang

Description:

The 2 way (PS-GPS-0-2NX) GPS Splitter is a one - input, two - output GPS device. This product typically finds application
where an input from an active GPS roof antenna is split evenly between two receiving GPS units. In this scenario, the 2 way

GPS Splitter can be configured to pass DC from an RF output (J1) to the antenna input port in order to power an active GPS

antenna on that port. The second RF output (J2) would feature a 200 Ohm DC load to simulate an antenna DC current draw

for any receiver connected to those ports.

Specifications:

Electrical Specifications, Operating Temperature - 40to 85°c

Parameter Conditions Min Typ Max Units
Freqg. Range Ant — Any Port 1.1 1.7 GHz
In &Out Imped. In, all output ports 50 Q
Gain -0dB -1 0 1
- In- Output ports, ,Unused Ports -50Q dB
-Amplified(Normal) 23 24 25
Loss, Passive In- Output ports, ,Unused Ports -50Q 4 4.5 5.0 dB
Input SWR 2:1 -
Output SWR 2:1 -
Nois Figure-
1.8 dB
Amplified
Gain Flatness 2 dB
-Amplified: -Passive: 1 dB
Amp. Balance 0.5 dB
Phase Balance 1.0 deg
Group Delay Flatness 1 ns
Adjacent Ports: In 50Q 15
Isolation -
. ) Opposite Ports: In — 50Q 21
-Amplified/Passive " dB
-Gain:0dB Adjacent Ports: In 50Q 30
Opposite Ports: In 50Q 40
AC IN Wall Mount transformer 220 VAC
DC Block, All ports with a 200Q Load 14
PASS DC, Amplified 3 16
DCIN VvDC
PASS DC, Passive 16
Powered, to be specified
Device Current 16
Pass DC, No Powered configuration, DC input
250 mA
Current onJ1i
Powered, to be specified mA
Max RF Input ) ) 0
- . Max RF input without damage dBm
-Amplified -Passive 30
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SPECIFICATION OF 2 WAY GPS POWER SPLITTER

H #1:2010.02

GELVO TELECOM RF MICROWAVE DEPT. % Lg. Tang
Mechanical:
& Neme:GPS Splitter
& Modle:GTI2 [ Ao "‘
¢ Material:Aluminium 4
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Frequency reference table:
GllobaliCompass Navigation
Satellite Systems(GNSS/ICNSS ) 2 643 8 !
Frequency (MHz) he
0| 2491

GPS(USA) L1,L2,L2c,150
Glonass{Russia) G1,G2
Galileo(Europian)[]
L1,E1,E2,E5(E5a,E5b).E6
Compass (Beidou 2,China)

5+-2 R 2ec2

E5+/-15
Esa+/-12 Esb+/-12
B2+/-10

u+-12

E6+/-12

L1+/-17

Beidou 1

(China,TYLHCPYRX(RHCP) LS
IRNSS (India) L5+/-15 L1+/-12 5+/-15
OmniStar O+/-14—> |
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Description:

SPECIFICATION OF 4 WAY GPS POWER SPLITTER
GELVO TELECOM RF MICROWAVE DEPT.

H$A:2010.02
F L Ly Tang

The 4 way (PS-GPS-0-4NX) GPS Splitter is a one - input, four - output GPS device. This product typically finds application

where an input from an active GPS roof antenna is split evenly between four receiving GPS units. In this scenario, the 4 way

GPS Splitter can be configured to pass DC from an RF output (J1) to the antenna input port in order to power an active GPS
antenna on that port. The second, third and fourth RF outputs (J2,]3, & J4) would feature a 200 Ohm DC load to simulate

an antenna DC current draw for any receiver connected to those ports.

Specifications:

Electrical Specifications, Operating Temperature - 40to 85°c

Parameter Conditions Min Typ Max Units
Freqg. Range Ant — Any Port 1 2 GHz
In &Out Imped. In, all output ports 50 Q
Gain -0dB -1 0 1
- In- Output ports, ,Unused Ports -50Q dB
-Amplified(Normal) 20 21 22
Loss, Passive In- Output ports, ,Unused Ports -50Q 6.5 7.5 8.5 dB
Input SWR 2:1 -
Output SWR 2:1 -
Nois Figure-
3 dB
Amplified
Gain Flatness 2 dB
-Amplified: -Passive: 1 dB
Amp. Balance 0.5 dB
Phase Balance 1.0 deg
Group Delay Flatness 1 ns
Adjacent Ports: In 50Q 13
Isolation -
. ) Opposite Ports: In — 50Q 21
-Amplified/Passive 5 dB
-Gain:0dB Adjacent Ports: In 50Q 30
Opposite Ports: In 50Q 40
AC IN Wall Mount transformer 220 VAC
DC Block, All ports with a 2009 Load 14
PASS DC, Amplified 3 16
DCIN VvDC
PASS DC, Passive 16
Powered, to be specified
Device Current
Pass DC, No Powered configuration, DC input
250 mA
Current onJ1i
Powered, to be specified mA
Max RF Input ) ) 0
- . Max RF input without damage dBm
-Amplified -Passive 30
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SPECIFICATION OF 4 WAY GPS POWER SPLITTER H #1:2010.02
GELVO TELECOM RF MICROWAVE DEPT. A% Ly Tang

Mechanical:

Name:GPS Splitter
Modle:GT14
Material: Aluminium
Units:mm
Tolerance: £0.05
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Frequency reference table:

Gliobal /Conpass Nevigetion 1
Saidllite G\ES/CNES i 2 22 E

Frecuengy (VHz) 6 7 1207
GPS(UBA) L1L2L2CLS
Goas(Rea)  GLG2
CGalileo( Eurapian )
LLEI
Conpess (Beidou 2,China)
Beicou 1

(ChiraTx(LHP) /Rx(RHP)

MBS (Inda) L5+/-15 L+~2 St/-15
Omier [ [ | i [ |

1268
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Description:

SPECIFICATION OF 8 WAY GPS POWER SPLITTER
GELVO TELECOM RF MICROWAVE DEPT.

H$A:2010.02
F L Ly Tang

The 8 way (PS-GPS-0-8NX) GPS Splitter is a one - input, four - output GPS device. This product typically finds application

where an input from an active GPS roof antenna is split evenly between eight receiving GPS units. In this scenario, the 8

way GPS Splitter can be configured to pass DC from an RF output (J1) to the antenna input port in order to power an active

GPS antenna on that port. The others outputs would feature a 200 Ohm DC load to simulate an antenna DC current draw

for any receiver connected to those ports.

Specifications:

Electrical Specifications, Operating Temperature - 40to 85°c

Parameter Conditions Min Typ Max Units
Freqg. Range Ant — Any Port 1.1 1.7 GHz
In &Out Imped. In, all output ports 50 Q
Gain -0dB -1 0 1
- In- Output ports, ,Unused Ports -50Q dB
-Amplified(Normal) 9 10 11
Input SWR 2:1 -
Output SWR 2:1 -
Nois Figure-
- 2.2 dB
Amplified
Gain Flatness
. . 3 dB
-Amplified: -Passive:
Amp. Balance 0.5 dB
Phase Balance 1.0 deg
Group Delay Flatness 1 ns
Adjacent Ports: In 50Q 28
Isolation
. . Opposite Ports: In — 50Q 34
-Amplified/Passive 5 dB
-Gain:0dB Adjacent Ports: In 50Q 28
Opposite Ports: In 50Q 34
ACIN Wall Mount transformer 230 VAC
DC Block, All ports with a 200Q Load 14
PASS DC, Amplified 3 16
DCIN VvDC
PASS DC, Passive 16
Powered, to be specified
Device Current 16
Pass DC, No Powered configuration, DC input
250 mA
Current onJi
Powered, to be specified mA
Max RF Input ) ) 0
- . Max RF input without damage dBm
-Amplified -Passive 0
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SPECIFICATION OF 8 WAY GPS POWER SPLITTER H #1:2010.02
GELVO TELECOM RF MICROWAVE DEPT. W% Ly Tang

Mechanical:

Name:GPS/GNSS Splitter

Modle:GT18 - -
Materfal: Aluminium 1021 :
Units:mm
Tolerance:+0.05 s
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Frequency reference table:

Gllobal/Compass Navigation
Satellite Systems{GNSSICNSS

Frequency (MHz)

GPS{USA) L1,L2,L.2C,L50)
Glonass(Russia] GI1,G2
Galileo(Europian)[J
L1,E1,E2,E5(ESa,ESb).Eb
Compass (Beidou 2,China) B2+/-10
Beidou 1

(China, T{LHCPYRxX{RHCF)
IRNSS (India) L5+/-15 L1+/-12 §+/-15
OmniStar ] O4f-14—> ||
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