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PLIO-CLIP marking system                                                                                      
Markers

i

Material:                                       Polyamide 6.6
Operating temperatures:            -30 to +100°C
Tensile strength at yield:            65 N/mm2

Elongation at break:                   300 %
Elasticity:                                     1300 N//mm2

Dielectric strength:                     26 kV/mm
Flame resistance:                        V2 UL94
Applications: markering of wires and cables of Ø 2,2 to 6 mm
(sections 0,5 to 6 mm2) before or after connection.
This markering system is equipped with a security locking equi-
valent to that of a closed ring.

PLIOCLIP

IX/12B8/3-01

For PLIOCLIP marking, proceed as follows:

Take the whole strip to
the cable.

Hold the strip with one
hand. Turn the clip down
with the thumb and the
forefinger of the other
hand to close it.

Pull the clip off the strip. The PLIOCLIP is then in
position - and the next mar-
ker can be applied.
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010 006 007 005 004 003 002 008 013 001

A 0737 **** 004 A
B 0737 **** 004 B
C 0737 **** 004 C
D 0737 **** 004 D
E 0737 **** 004 E
F 0737 **** 004 F
G 0737 **** 004 G
H 0737 **** 004 H
I 0737 **** 004 I
J 0737 **** 004 J
K 0737 **** 004 K
L 0737 **** 004 L
M 0737 **** 004 M

0737 **** 004 +
0737 **** 004 -
0737 **** 004 /
0737 **** 004 ALT
0737 **** 004 TER
0737 **** 004 .

0737 **** 010
0737 **** 006
0737 **** 007
0737 **** 005
0737 **** 004
0737 **** 003
0737 **** 002
0737 **** 008
0737 **** 013
0737 **** 001

0 0737 **** 099 0
1 0737 **** 099 1
2 0737 **** 099 2
3 0737 **** 099 3
4 0737 **** 099 4
5 0737 **** 099 5
6. 0737 **** 099 6
7 0737 **** 099 7
8 0737 **** 099 8
9. 0737 **** 099 9

N 0737 **** 004 N
O 0737 **** 004 O
P 0737 **** 004 P
Q 0737 **** 004 Q
R 0737 **** 004 R
S 0737 **** 004 S
T 0737 **** 004 T
U 0737 **** 004 U
V 0737 **** 004 V
W 0737 **** 004 W
X 0737 **** 004 X
Y 0737 **** 004 Y
Z 0737 **** 004 Z

0 7 3 7 0 0 1 3 0 0 4 T ER

0 7 3 7 0 0 2 2 0 9 9 3   0 7 3 7 0 x x x x x x x x x x

PLIOCLIP 36 0737 0011 004 *** 0737 0012 099 *** 0737 0014 *** 0737 0013 004 *** 2,2 - 3,6 0,5 - 2,5 224 512

PLIOCLIP 60 0737 0021 004   *** 0737 0022 099 *** 0737 0024 *** 0737 0023 004 *** 3,6 - 6 2,5 - 6 224 512
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article number
      alphabetical                  figures CI                 colour                   symbole

markers
/bag

figure markers
/bag± mm mm2

PLIOCLIP-36

PLIOCLIP-60

type

code
group

detail 
article

code
colour

Example for order: code
marker

code
markers

code
colours

detail 
article

  black      brown        red       orange    yellow      green       blue        violet        grey        white

Asus
Podświetlony

Asus
Podświetlony

Asus
Podświetlony

Asus
Podświetlony


