
SPLITTERS & TAPS
EcoLine

ET-4-20
4-way tap, 20 dB

TypicalMin. Max. Rem.RangePort MarginUnit

Standard article

Art.No. 10420067

This article is available from stock, 
barring to unforseen circumstances

4-way tap

ET-4-20 front

Frequency Range 5 862 MHz

 InConnectors F-female
Out F-female
Tap F-female

Equipment 
Approval

CE

      5 MHz < F <     40 MHzIn  -> OutInsertion Loss 3,22,4 4,0 dB
    40 MHz < F <   862 MHz 2,82,0 3,6 dB

      5 MHz < F <     40 MHzIn -> Tap 1Tap Loss 19,517,5 21,5 dB
    40 MHz < F <   862 MHz 19,518,5 20,5 dB
      5 MHz < F <     40 MHzIn -> Tap 2 20,018,0 22,0 dB
    40 MHz < F <   862 MHz 20,019,0 21,0 dB
      5 MHz < F <     40 MHzIn -> Tap 3 20,518,5 22,5 dB
    40 MHz < F <   862 MHz 20,519,5 21,5 dB
      5 MHz < F <     40 MHzIn -> Tap 4 20,518,5 22,5 dB
    40 MHz < F <   862 MHz 20,519,5 21,5 dB

      5 MHz < F <     40 MHz InReturn Loss 12 dB
    40 MHz < F <   862 MHz 120 dB
      5 MHz < F <     40 MHzOut 12 dB
    40 MHz < F <   862 MHz 120 dB
      5 MHz < F <     40 MHzTap 12 dB
    40 MHz < F <   862 MHz 120 dB

      5 MHz < F <     40 MHzOut -> TapDirectivity 326 dB
    40 MHz < F <   400 MHz 330 dB
  400 MHz < F <   862 MHz 326 dB

      5 MHz < F <     40 MHzTap -> TapIsolation 36 dB
    40 MHz < F <   400 MHz 40 dB
  400 MHz < F <   862 MHz 36 dB

      5 MHz < F <   300 MHz-Screening 
Effectiveness

95 285 dB

  300 MHz < F <  470  MHz 90 280 dB
  470 MHz < F <  862  MHz 85 275 dB

Remarks:

1 F > 40 MHz -1.5 dB/oct
2 Transfer impedance method according IEC 60728-2 (5-30 MHz)

Absorbtion clamp method according IEC-60728-2 § 4.4 (30-862 MHz)
3 Directivity=Isolation (Out->Tap) - Insertion Loss(In->Tap)

Specifications are measured at room temperaturenote:

ALL SPECIFICATIONS ARE SUBJECT TO 
MODIFICATION WITHOUT NOTICE

For more information, call your local distributor 
(addresses at www.tratec.net) or send an e-mail 
to: sales@tratec.nl
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